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AFRICA OIL WEEK

a Hyve event




















SAFETY HARNESS INSPECTION REGISTER
	EVENT: 

	INSPECTOR NAME: 
	YEAR: 

	NOTE

Do not "tick".   Write OK or use the number of the specific deviation given in the legend.   

If the safety harness is damaged in any way, it must be tagged "Defective" and removed from use. 

If the harness cannot be repaired, it must be discarded and replaced with a new one immediately.

	LEGEND

	1.
WEBBING

1.1
Dirty

1.2
Heat damage

1.3
Cuts or chafing

1.4
Seam damaged

1.5
Any other physical damage


	2.
METAL FITTINGS

2.1
Chain damaged

2.2
Metal loops damaged

2.3
Couplings damaged

2.4
Shackles damaged

2.5
Clips damaged

2.6
Life line connections damaged

2.7
Lanyard connections damaged

2.8
Deformation of hook or fittings

	ID NO
	Serial Number
	JAN
	FEB
	MAR
	APR
	MAY
	JUN
	JUL
	AUG
	SEP
	OCT
	NOV
	DEC

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	DATE INSPECTED


	
	
	
	
	
	
	
	
	
	
	
	

	INSPECTOR’S INITIALS


	
	
	
	
	
	
	
	
	
	
	
	

	SPOT CHECK / AUDIT

(Initials and date)


	
	
	
	
	
	
	
	
	
	
	
	


